
NEW LP® SMARTSIDE® PEBBLED STUCCO 
ARCHITECTURAL PANELS

DESCRIPTION LENGTH ACTUAL WIDTH THICKNESS PIECES PER UNIT PID NUMBER WEIGHT

NGSE Pebbled Stucco Siding  120 in. (3.04 m)   47.88 in. (1216 mm) 0.354 in. (8.9 mm) 90 46050 1.5 PSF

108 in. (2.74 m)   47.88 in. (1216 mm) 0.354 in. (8.9 mm) 90 46051 1.5 PSF

   NGSL Pebbled Stucco Siding 120 in. (3.04 m)   48.56 in (1.234mm) 0.354 in. (8.9 mm) 90 46052 1.5 PSF

108 in. (2.74 m)  48.56 in (1.234mm) 0.354 in. (8.9 mm) 90 46053 1.5 PSF

        WARNING: Drilling, sawing, sanding or machining wood products can expose you to wood dust, a substance known to the State of California to cause cancer. Avoid inhaling wood dust or use a dust mask or other 
safeguards for personal protection. For more information go to www.P65Warnings.ca.gov/wood. 
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For more information visit LPcorp.com/SmartSide

§  Elevate your design with LP’s SmartSide Pebbled Stucco panels
§  Available in 4'x9’ and 4'x10’ panels with either Square or Ship-lap edge design to 

meet your installation requirements
- Square Edge suitable for use in trim channel applications

§  Advanced Durability for Longer Lasting Beauty®

§  Leverages SmartGuard® technology that helps:
-  protect against many weather conditions including impacts from hail, and 

damage from freeze/thaw cycles
- provides resistance to termites and fungal decay

§  Primed for exceptional paint adhesion
§  Backed by an industry-leading 5/50-year limited warranty


