DECLARATION OF PERFORMANCE
DoP-1217-01-01

Manufacturer Identification

| Manufacturer Manufacturing Facility

LP Building Products Abitibi — LP Engineered Wood
414 Union Street, Suite 2000 101 rue du Parc Industriel
NASHVILLE, TN 37219 - USA ST-PRIME, QC G8J 1H3 - Canada
ewp.design@lIpcorp.com (mill number: 1077)

Product Identification

Prodﬁc.r Type Product Grades Intended Use AVCP (%)

LP® SolidStart® I-Joists LPI™ 18 Load-bearing structural elements
Light composite wood-based LPI™ 20Plus (such as beam, lintel, purlin, stud,

beams for structural purposes LPI™ 32Plus joist, rim board,...) in dry covered
LPI™ 42Plus service conditions.

LPI™ 52Plus

(*)  Assessment and Verification of Constancy of Performance system according to Annex V of regulation (EU) No 305/2011
(**) Batch identification: 9-digit number on package or mill number (see above) and manufacturing date on product itself

Notified Body Reference

Notified Body Certificate or Assessment j 7 Tasks performed for AVCP
CSTB 0679 — CPD - 0839 Initial inspection
84, avenue Jean Jaures EC Certificate of Conformity Initial Type Testing
77447 MARNE-LA-VALLEE from 10/01/2013 Continuous Surveillance
France Certification
BM TRADA ETA-12/0480
Stocking Lane, Hughenden Valley | European Technical Approval
HIGH WYCOMBE, from 11/12/2012
Buckinghamshire HP14 4ND -
United Kingdom
Declared Performance

The declared properties of the product are given in the table overleaf, based on the following European Assessment
Document:

ETAG 011:2002 “Light composite wood-based beams and columns”
Installation instructions and safety data sheets can be found on www.lpcorp.com.

The performance of the product identified is in conformity with the declared performance. This declaration of
performance is issued under the sole responsibility of the manufacturer identified above.

For and on behalf of the manufacturer by:

. 4/29/2015

<3 : > Neil Sherman

= : : : _;Z;' : Senior Vice President and General Manager
Louisiana-Pacific Corporation

LOUTSIANA-PACIFIC CORPORATION
414 Union St, Suite 2000  Nashville, TN 37219 T 615.986.5600 F 615.986.5666 ~ WWW.LPCORP.COM




Declared Performance European Assessment Document: ETAG 011:2002

12)3)4)7)

Stiffness, Characteristic Resistances and self-weight of LPI™-Joists per ETA-12/0480

Flexural Rigidity Shear Moment Shear
Rigidity Resistance Resistance
Joist series 5) 6

h Showe = My Vi

[mm] iRy [x10° N] [kN.m] [kN]
225 3.6 264 2318 6.08 10.80
240 38 402 2516 6.62 11.36

241 3.8 408 2533 6.67 11.41
300 4.2 685 3,327 8.70 13.64

LPI 18 302 4.2 693 3.349 8.82 13.71
356 45 1020 4.079 10.49 15.76

360 45 1049 4.139 10.62 15.93

400 4.8 1340 4.680 11.84 17.46

406 48 1390 4.766 12.04 17.70

200 3.5 333 1.975 6.34 11.00

225 36 446 2.318 7.32 12.07

240 3.8 519 2.516 7.89 12.69

241 3.8 525 2,533 7.94 12.74

300 4.2 879 3.327 10.22 15.22

LOVROHI! . s 4.2 890 3.349 10.28 15.29
356 45 1304 4.079 12.23 17:56

360 45 1341 4.139 12.38 17.75

400 4.8 1709 4.680 13.81 19.43

406 4.8 1772 4.766 14.03 19.70

200 35 398 1.975 8.19 11.00

225 36 532 2318 9.47 12.07

240 3.8 619 2.516 10.20 12.69

241 3.8 627 2,533 10.27 12.74

300 4.2 1046 3327 13.22 15.22

LRliseRine iseg 4.2 1059 3,349 13.29 15.29
356 4.5 1548 4.079 15.81 17.56

360 4.5 1593 4.139 16.01 17.75

400 4.8 2025 4.680 17.85 19.43
406 4.8 2100 4.766 18.15 19.70

h <410

200 4.5 559 1.950 12.21 11.81
225 4.7 747 2293 14.11 13.08

240 5.0 867 2.490 15.20 13.81
241 5.0 879 2.508 15.30 13.87
300 5.1 1463 3.302 19.70 16.80
RRIGRRIL s 5.1 1481 3.324 19.82 16.88
356 5.5 2 160 4,054 2358 19.58
360 BB 2221 4.113 23.88 19.79

400 5.8 2819 4.654 26.63 21.79

406 5.8 2922 4.741 27.07 22.11
235 6.1 958 2,611 18.03 17.77

241 6.1 1021 2.704 18.60 18.12
286 6.4 1518 3.356 22.66 20.54

LHiZRle? = rans Bl 1720 3.589 24.10 21.40
356 7.0 2506 4.380 28.66 24.33

406 7.3 31388 5.126 32.90 27.10

(table continued overleaf)
(see next page for footnotes)









