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REVERSIBLE TRIM
• Two great looks in one: rough on one side, smooth on the other
• 1/8” bevel cut on cedar texture side, square cut on the smooth side. 
• For interior or exterior use, including corner boards, windows and doors 
• 16’ lengths and fewer seams
• Treated engineered wood fiber substrate
• 5-/50-year Limited Warranty, including hail damage coverage*

2.7 in., 3.5 in., 5.5 in., 7.21 in., 
9.21 in., 11.21 in. or 15.47in. 

(6.9 cm, 8.9 cm, 14.0 cm, 18.3 cm, 23.4 cm, 28.5 cm or 39.3 cm)

0.625 in.
(16 mm)

LENGTH ACTUAL WIDTH MINIMUM THICKNESS

16 ft. (192 in.)(4.9 m) 2.70 in. (6.9 cm) 0.625 in. (16 mm)

16 ft. (192 in.)(4.9 m) 3.50 in. (8.9 cm) 0.625 in. (16 mm)

16 ft. (192 in.)(4.9 m) 5.50 in. (14.0 cm) 0.625 in. (16 mm)

16 ft. (192 in.)(4.9 m) 7.21 in. (18.3 cm) 0.625 in. (16 mm)

16 ft. (192 in.)(4.9 m) 9.21 in. (23.4 cm) 0.625 in. (16 mm)

16 ft. (192 in.)(4.9 m) 11.21 in. (28.5 cm) 0.625 in. (16 mm)

16 ft. (192 in.)(4.9 m) 15.47 in. (39.3 cm) 0.625 in. (16 mm)

440 SERIES REVERSIBLE TRIM (FIBER)

LENGTH ACTUAL WIDTH MINIMUM THICKNESS

16 ft. (192 in.)(4.9 m) 3.50 in. (8.9 cm) 0.910 in. (23 mm)

16 ft. (192 in.)(4.9 m) 4.50 in. (11.4 cm) 0.910 in. (23 mm)

16 ft. (192 in.)(4.9 m) 5.50 in. (14.0 cm) 0.910 in. (23 mm)

16 ft. (192 in.)(4.9 m) 7.21 in. (18.3 cm) 0.910 in. (23 mm)

16 ft. (192 in.)(4.9 m) 9.21 in. (23.4 cm) 0.910 in. (23 mm)

16 ft. (192 in.)(4.9 m) 11.21 in. (28.5 cm) 0.910 in. (23 mm)

540 SERIES REVERSIBLE TRIM (FIBER)

3.5 in., 4.5 in., 5.5 in., 7.21 in., 9.21 in. or 11.21 in. 
(8.9 cm, 11.4 cm, 14.0 cm, 18.3 cm, 23.4 cm or 28.5 cm)

0.910 in.
(23 mm)

E X T R E M E  P R O T E C T I O N  I N  T O U G H  C L I M A T E S .
Exterior cladding is often subjected to extreme temperatures, moisture and termites. That’s why all LP® SmartSide® 
products feature our exclusive SmartGuard® process. Only SmartGuard offers four components of protection against  
termites and fungal decay.

T R E A T E D  T O  T H E  C O R E .
Every LP SmartSide product is treated to the core with an advanced formula of binders, waxes and zinc borate 
before being bonded with a water-resistant, resin-saturated overlay. This process helps keep out moisture for 
long-term durability and strength against harsh weather.

LP SMART FACT:
Zinc borate is safely used in household items including paper, carpet and paint.

R E V E R S I B L E  T R I M

*As part of this coverage, LP warrants that its LP SmartSide products will resist damage from hail when properly installed and maintained according to the LP application 
instructions in eff ect at the time of installation. Damage under this Hail Damage Limited Warranty is defined as a crack, chip or dent in the surface overlay exceeding 
3/8 inch in length or diameter.
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T R E A T E D  E N G I N E E R E D 

W O O D  C L A D D I N G

If you’re looking for the perfect combination of beauty and 
durability, look no further than LP® SmartSide® products. Our 
treated engineered wood products make a stunning first 
impression. And because it is designed to withstand weather, 
it will make a lasting impression for years to come. 

To talk to an LP Architectural Sales Manager today, call 
888.820.0325 or email Marketing.Center@LPCorp.com. 

Phones are attended Monday through Friday between 8:30 am and 
5:00 pm EST. Emails are answered Monday through Friday between  
8:00 am and 4:30 pm EST. 

Phone: 888-820-0325 
Email: Marketing.Center@lpcorp.com 

LPZB0762    4/17©2017 Louisiana-Pacific Corporation. All rights reserved.

Cal. Prop 65 Warning: Use of this product may 
result in exposure to wood dust, known to 
the State of California to cause cancer.

SmartGuard is a registered trademark of Louisiana-Pacific 
Corporation. All other trademarks are owned by Louisiana-Pacific 
Corporation. Specifications subject to change without notice. 
SFI is a registered trademark of Sustainable Forestry Initiative, Inc.


